


Please contact Rice Curtis at 303-268-3728 or Liang Yu at 832-486-6014 should you need any
additional information.

Certification by Responsible Official

Based upon information and belief formed afler a reasonable inquiry, 1, as a responsible official of the
above-mentioned facility, certify the information contained in this report is true, accurate and complete
to the best of my knowledge.
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Gfeg Ashdown, Manager -Niobrara Opcralions Date




Attachment A: General Information

(1) The general information specified in paragraphs (b)(1)(i) through (iv) of this section.

(1) The company name and address of the affected facility.

Burlington Resources Oil and Gas Company, LLP a'subsidiary of ConocoPhillips Inc..

The address of each affected facility is provided in Attachments B through H as appropriate.
(ii) An identification of each affected facility being included in the annual report.

The identification of each affected facility included in the annual report is provided in Attachments B
through H as appropriate.

(iii) Beginning and ending dates of the reporting period.
August 2, 2018 through August 1, 2019.

(iv) A certification by a certifying official of truth, accuracy, and completeness. This certification shall
state that, based on information and belief formed after reasonable inquiry, the statements and
information in the document are true, accurate, and complete.

Provided in cover letter.




Attachment B: Well Completions

Gas well affected facility reporting requirements per 40 CFR 60.5420(b)(2) and 40 CFR
60.5420a(b)(2)

0000

(2) For cach gas well affected facility, the information in paragraphs (b)(2)(i) through (ii) of this
section. :

There are no gas well affected facilities in the Denver-Julesburg Basin asset:

0000a

(2) For each well affected facility, the information in paragraphs (b)(2)(i) through (iii) of this section.




Attachment C: Centrifugal Compressors

Centrifugal compressor affected facility reporting requirements per 40 CFR 60.5420(b)(3) and 40 CFR
60.5420a(b)(3)

0000

(3) For each centrifugal compressor affected facility, the information specified in paragraphs (b)(3)(i)
and (it) of this section.

(1) An identification of each centrifugal compressor using a wet seal system constructed, modified or
reconstructed during the reporting period.

(i1) Records of deviations specified in paragraph (c)(2) of this section that occurred during the reporting
period.

(iii) If required to comply with § 60.5380(a)(1), the records specified in paragraphs (c)(6) through (11)
of this section.

Not included. There are no Centrifugal Compressor affected facilities in this asset.

0000a

(3) For each centrifugal compressor affected facility, the information specified in paragraphs (b)(3)(i)
through (iv) of this section.

(1) An identification of each centrifugal compressor using a wet seal system constructed, modified or
reconstructed during the reporting period.

(11) Records of deviations specified in paragraph (c)(2) of this section that occurred during the reporting
period.

(i1) If required to comply with § 60.5380a(a)(2). the records specified in paragraphs (c)(6) through (11)
of this section.

(iv) If complying with § 60.5380a(a)(1) with a control device tested under § 60.5413a(d) which meets
the criteria in § 60.5413a(d)(11) and § 60.5413a(e), records specified in paragraph (¢)(2)(i) through
(c)(2)(vii) of this section for each centrifugal compressor using a wet seal system constructed, modified
or reconstructed during the reporting period.

Not included. There are no Centrifugal Compressor affected facilities in this asset.




Attachment D: Reciprocating Compressors

Reciprocating compressor affected facilily reporting requirements per 40 CFR 60.5420(b)(4) and 40
CFR 60.5420a(b)(4)

0000
(4) For each reciprocating compressor affected facility, the information specified in paragraphs
(b)(4)(1) through (i1) of this section.

(1) The cumulative number of hours of operation or the number of months since initial startup, since
October 13, 2012, or since the previous reciprocating compressor rod packing replacement, whichever
1s later.

(11) Records of deviations specified in paragraph (c)(3)(iii) of this section that occurred during the
reporting period.

Not included. There arc no Reciprocating Compressor affected facilities in this asset.

0000a

(4) For each reciprocating compressor affected facility, the information specified in paragraphs
(b)(4)(1) and (i1) of this section.

(1) The cumulative number of hours of operation or the number of months since initial startup or since
the previous reciprocating compressor rod packing replacement, whichever is later. Alternatively, a
statement that emissions from the rod packing are being routed to a process through a closed vent
system under negative pressure.

(1) Records of deviations specified in paragraph (c)(3)(iii) of this section that occurred during the
reporting period.

Not included. There are no Reciprocating Compressor affected facilitics in this assct.




Attachment E: Pncumatic Controllers

Pneumatic controller affected facility reporting requirements per 40 CFR 60.5420(b)(5) and 40 CFR
60.5420a(b)(5)

0000

(5) For each pneumatic controller affected facility, the information specified in paragraphs (b)(5)(i)
through (iit) of this section.

(i) An identification of each pneumatic controller constructed, modified or reconstructed during the
reporting period, including the identification information specified in § 60.5390(b)(2) or (c)(2).

(ii) 1f applicable, documentation that the use of pneumatic controller affected facilities with a natural
gas bleed rate greater than 6 standard cubic feet per hour are required and the reasons why.

(iii) Records of deviations specified in paragraph (c)(4)(v) of this section that occurred during the
reporting period.

Not included. There are no Pneumatic Controller affected facilities in this asset.

0000a

(5) For each pneumatic controller affected facility, the information specified in paragraphs (b)(3)(i)
through (iii) of this section.

(i) An identification of each pneumatic controller constructed, modified or reconstructed during the
reporting period, including the identification information specified in § 60.5390a(b)(2) or (c)(2).

(11) Tf applicable, documentation that the use of pneumatic controller affected facilities with a natural
gas bleed rate greater than 6 standard cubic feet per hour are required and the reasons why.

(111) Records of deviations specified in paragraph (c)(4)(v) of this section that occurred during the
reporting period.

Not included. There are no Pneumatic Controller affected facilities in this asset.




Attachment F: Storage Tanks
Storage vessel affected facility reporting requirements per 40 CFR 60.5420(b)(6)

0000

Storage Vessel Affected Facility reporting requirements per 40 CFR 60.5420(b) (6)

This section deals with storage vessels (tanks) that are affected facilities. Control devices pursuant to
40 CFR 60.5410(h)(2) and (h)(3) had to be installed on Group 1 storage vessels by April 15, 2015.
Control requirements pursuant to 40 CEFR 64.5410 (h)(2) and (h)(3) for Group 2 storage vessels were
not due until April 15, 2014 or 60 days after startup, whichever is later. Unless noted in the deviation
report in compliance with 40 CFR 60.5420(c)(5)(iii) below, ConocoPhillips has met these requirements
for storage vessel affected facilities that were determined to be affected facilities in accordance with 40
CFR 60.5365(e).

40 CFR 60.5365(¢e) requires that a determination of the VOC emissions be completed by 10/15/2013
for Group | storage vessels and by April 13, 2014, or 30 days after startup (whichever is later) for
Group 2 storage vessels. 40 CFR 60.5420(b) (6) requires identification of each storage vessel affected
facility for which construction, modification or reconstruction commenced during the reporting period.
There were no new or modified storage vessels that have been determined to be affected facilities
during this reporting period. As noted in previous annual reports, all storage vessel affected facilities
are in compliance with 40 CFR 60.5410 (h)(2) and (3).

In accordance with 40 CFR 60.5420 (b)(6)(iii), records of deviations specified in paragraph 40 CFR
60.5420(c)(5)(i11) during this reporting period are provided in in the attached table “Table 1: NSPS
Subpart OOOO Storage Vessel Affected Facility Deviation Report™.

No storage vessel affected facilities subject to NSPS subpart OOOO were removed from service
or returned to service during the reporting period.

0000a

Storage vessel affected facility reporting requirements per 40 CFR 60.5420a(b)(6)

(6) For each storage vessel affected facility, the information in paragraphs (b)(6)(i) through (vii) of this
section.

(1) An identification, including the location, of each storage vessel affected facility for which
construction, modification or reconstruction commenced during the reporting period. The location of
the storage vessel shall be in latitude and longitude coordinates in decimal degrees to an accuracy and
precision of five (5) decimals of a degree using the North American Datum of 1983.

Not applicable. No storage vessel affected facilities subject to NSPS subpart 00O0OOa were
constructed modified or reconstruction commenced during the reporting period.

(11) Documentation of the VOC emission rate determination according to § 60.5365a(e) for each
storage vessel that became an affected facility during the reporting period or is returned to service
during the reporting period.



Not applicable. No storage vessel affected facilities subject to NSPS subpart 0O0Oa were
removed from service or returned to service during the reporting period.

(11i) Records of deviations specified in paragraph (c)(5)(iii) of this section that occurred during the
reporting period.

(iv) A statement that you have met the requirements specified in § 60.5410a(h)(2) and (3).

(v) You must identify each storage vessel affected facility that is removed from service during the
reporting period as specified in § 60.5395a(c)(1)(ii), including the date the storage vessel affected
facility was removed from service.

Not applicable. No storage vessel affected facilities have been removed from service during the
reporting period.

(vi) You must identify each storage vessel affected facility returned to service during the reporting
period as specified in § 60.5395a(c)(3), including the date the storage vessel affected facility was
returned to service.

Not applicable. No storage vessel affected facilities that have been removed from service were
returned to service during the reporting period.

(vii) If complying with § 60.3395a(a)(2) with a control device tested under § 60.5413a(d) which meets
the criteria in § 60.5413a(d)(11) and § 60.5413a(e), records specified in paragraphs (c)(3)(vi)(A)
through (F) of this section for each storage vessel constructed, modified, reconstructed or returned to
service during the reporting period.

Not applicable. No control devices that are tested under 60.5413a(d) are in service during the
reporting period.




Attachment G: Fugitive Emission Components

Collection of fugitive emissions components reporting requirements per 40 CFR 60.5420a(b)(7)

0000a only

(7) For the collection of fugitive emissions components at each well site and the collection of fugitive
emissions components at each compressor station within the company-defined area, the records of each
monitoring survey including the information specified in paragraphs (b)(7)(i) through (xii) of this
section. For the collection of fugitive emissions components at a compressor station, if a monitoring
survey is waived under § 60.5397a(g)(5). you must include in your annual report the fact that a
monitoring survey was waived and the calendar months that make up the quarterly monitoring period
for which the monitoring survey was waived.

(1) Date of the survey.
(i1) Beginning and end time of the survey.

(iii) Name of operator(s) performing survey. If the survey is performed by optical gas imaging, you
must note the training and experience of the operator.

(iv) Ambient temperature, sky conditions, and maximum wind speed at the time of the survey.
(v) Monitoring instrument used.

(vi) Any deviations from the monitoring plan or a statement that there were no deviations from the
monitoring plan.

(vii) Number and type of components for which fugitive emissions were detected.

(viii) Number and type of fugitive emissions components that were not repaired as required in §
60.5397a(h).

(ix) Number and type of difficult-to-monitor and unsafe-to-monitor fugitive emission components
monitored.

(x) The date of successful repair of the fugitive emissions component.

(xi) Number and type of fugitive emission components placed on delay of repair and explanation for
each delay of repair.

(xii) Type of instrument used to resurvey a repaired fugitive emissions component that could not be
repaired during the initial fugitive emissions finding.




Attachment H: Pneumatic Pumps

Pneumatic pump affected facility reporting requirements per 40 CFR 60.5420a(b)(8)

0000a only

(8) For each pneumatic pump affected facility, the information specified in paragraphs (b)(8)(i) through
(iii) of this section.

(i) For each pneumatic pump that is constructed, modified or reconstructed during the reporting period,
you must provide certification that the pnecumatic pump meets one of the conditions described in
paragraphs (b)(8)(i)(A). (B) or (C) of this section.

(A) No control device or process is available on site.

(B) A control device or process is available on site and the owner or operator has determined in
accordance with § 60.5393a(b)(5) that it is technically infeasible to capture and route the emissions to
the control device or process.

(C) Emissions from the pneumatic pump are routed to a control device or process. If the control device
is designed to achieve less than 95 percent emissions reduction, specify the percent emissions
reductions the control device is designed to achieve.

(i) For any pneumatic pump affected facility which has been previously reported as required under
paragraph (b)(8)(i) of this section and for which a change in the reported condition has occurred during
the reporting period, provide the identification of the pnecumatic pump affected facility and the date it
was previously reported and a certification that the pneumatic pump meets one of the conditions
described in paragraphs (b)(8)(ii)(A), (B) or (C) or (D) of this section.

(A) A control device has been added to the location and the pneumatic pump now reports according to
paragraph (b)(8)(1)(C) of this section.

(B) A control device has been added to the location and the pneumatic pump affected facility now
reports according to paragraph (b)(8)(i)(B) of this section.

(C) A control device or process has been removed from the location or otherwise is no longer available
and the pneumatic pump affected facility now report according to paragraph (b)(8)(i)(A) of this section.

(D) A control device or process has been removed from the location or is otherwise no longer available
and the owner or operator has determined in accordance with § 60.5393a(b)(5) through an engineering
evaluation that it is technically infeasible to capture and route the emissions to another control device
or process.

(ii1) Records of deviations specified in paragraph (c)(16)(ii) of this section that occurred during the
reporting period.

Not included. There arc no Pneumatic Pump affected facilities in this assct.


















